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FOREWORD

This is the final report in a series of three reports that describe re-
search efforts to determine the behavioral requirements for an electro-optical
display system for night nap-of-the=-earth (NOE) helicopter flight. The two
previous reports, TR-441 and TR-442, reported the results of experiments de-
signed to determine the effects of display size, system gamma function, and
terrain overflown on display luminance levels required for night NOE flight.
The experiment reported here explores the effects of display size and luminance
levels on the dark- adaptation function of pilots who view such displays.

The current report is the result of an in-house research effort begun by

Dr. Aaron Hyman in response to Army Project 2Q162722A765 and is responsive
to Human Resource Weed 77-311 for the Deputy Chief of Staff for Plans and

Operations.

wﬁ%\ <.¢4}- “*"'_“s

GOSEPH ZEIDNER
nical Director



HELICOPTER ELECTRO-OPTICAL SYSTEM DISPLAY REQUIREMENTS: III. THE
EFFECTS OF CRT DISPLAY SIZE AND LUMINANCE ON DARK ADAPTATION OF
HELICOPTER PILOTS

BRIEF

Requirement:

Previous research has indicated that pilots may be able to successfully
use CRT displays as aids to night nap-of-the-earth (NOE) flight when those
dispiays are set for luminance levels in the mesopic range (e.g., with high-
light luminance from 0.01 to 0.10 footlambert). However, before display re-
quirements can be specified for a low-light television system to aid NOE
night flying, the effects of cockpit CRT luminance levels on pilots' dark
adaptation need to be determined.

Procedure:

After differentially light adapting their eyes, while viewing CRT dis-
plays of two different sizes and two luminance levels, 12 Army helicopter
pilots made brightness matches as they looked at a windscreen display simu-
lating full-moon illumination conditions. These brightness matches were used
to determine the degree of dark-adaptation loss that resulted from viewing a
television display set at different luminance levels and to obtain an approxi-
mate measure of the time necessary for a pilot to recover from light adapta-
tion to these different luminance levels.

Findings:

As has been found in previous research, pilots judged that they could ef-
fectively use a 26-cm CRT display at lower luminance levels than a 13-cm dis-~
play. However, the brightness-matching portion of this experiment shows that
statistically there is a significantly greater dark-adaptation loss with the
26-cm display at this lower luminance level than with a 13-cm display. This
might have been due to the greater involvement of the peripheral rod retinal
receptor cells when pilots made judgments following exposure to the larger
light-adapting display. In such a case, selective attenuation of the blue end
of the spectral energy output from the CRT phosphor could reduce the magnitude
of the light-adaptation effect. Under full-moon conditions, windscreen viewing
within 1 second after light adaptation to a dim 26-cm television display showed
a 67% loss in the apparent brightness of the windscreen display. This is
equivalent to flying under one-third full-moon conditions. For a 13-cm dim
panel display, the loss was only about half as great. Results also showed
that even with a relatively bric~ht display, almost complete recovery from
light adaptation occurred withi.. 2 minutes, for windscreen viewing under full-
moon illumination.
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Utilization of Findings:

Viewing an adequately dim CRT panel display subjects the pilots tou an ac-
ceptably small dark adaptation loss when transitioning to viewing through the
windscreen under full-moon illumination. However, the amount of dark-adapta-
tion loss is greater at lower levels of illumination (e.g., starlight). It
appears highly desirable that pilots be provided with a luminance control hav-
ing an extended range of adjustability in the dim region, so that the panel
CRT display can be set to suit the individual's sensitivity. This will permit
faster transition from panel viewing to windscreen viewing during night flying.

viii
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ERLICOPTER ELECTRO-OPTICAL SYSTEM DISPLAY REQUIREMENTS: III. THE
E?FECTS OF CRT DISPLAY SIZE AND LUMINANCE ON DARK ADAPTATION OF
HELICOPTER PILOTS

T

INTRODUCTION

The experiment reported here is part of a larger research effort directed
toward specification of display parameters for a low-light-level television
(LLLTV) system used as a visual aid to night nap-of-the-earth (NOE) flight.

See Hyman, Johnson, and Gade (1980) for an overview of this effort. During
nighttime flight, it is important that the pilot maintain adequate visual
adaptation to the dark. This is particularly true when the aviator is flying
at NOE altitudes. A pilot using an LLLTV system as a visual aid, or any other
display presenting information on a cathode ray tube (CRT), must be aware of
the potential for degradation of dark adaptation if the display is too bright.
It may become necessary for the pilot to switch quickly to windscreen viewing
(e.g., in case of system failure). Thus the cockpit display should be operated
at a sufficiently low luminance level to minimize its detrimental effect on a
pilot's dark adaptation while permitting adequate form perception. In a pre-
vious study (Hyman et al., 1980), pilots felt that they could fly safely at

NOE altitudes with display luminance in the mesopic range. The effects of such
luminance levels on dark adaptation were determined in this experiment.

METHODS

Participants

The participants were 12 rated Army helicopter pilots who volunteered to
serve in this experiment. Aall pilots had normal or corrected normal vision.

AEEaratﬁs

This experiment was conducted using the Army Research Institute for the
Behavioral and Social Sciences (ARI) NOE visual flight simulation facility de-
scribed as Configuration II in Hyman et al. (1980). The pilots viewed a tele-
vised simulated windscreen display presented on a black-and-white monitor
{CONRAC Model RQA 17)1 with its luminance set to represent full moon scene
illumination, i.e., with highlight luminance set at 0.01 footlambert (fL).

The light from the left and right half-fields of this display was polarized
orthogonally. Each pilot viewed the display through goggles rigidly attached
to a viewing hood. The left goggle lens was a polaroid filter oriented to be
uncrossed for the left half~field of the windscreen display and crossed for
the right half-field. The right goggle lens consisted of two polaroid filters.
One wag fixed, and oriented to be uncrossed for the right half-field and,
therefore, crossed for the left half-field. The other filter could be rotated.
By changing its angular position, the subject could set the luminance of the

'commercial designations are used only for accuracy of reporting and do not
imply recommendation by the Army or the Army Research Institute.



right half-field (seen only by the right eye) so it matched in apparant bright-
ness the left half-field (seen only by the left eye). The position of the
rotatable polaroid filter was monitored electronically at the experimenter's
station. In a panel CRT display placed below the windscreen display, stimulus
material was also shown in raster television format on either a 13-c¢cm CRT
monitor (GBC Model MV-5) or a 26—-cm CRT monitor (SONY Model VO-1800). This
stimulus material, which originated from videotape, was presented simulta-~
neously in the windscreen (i.e., heads-up) view and on the lower panel (i.e.,
heads-down) display. The panel display was also fitted with a fixed and ro-
tating polaroid filter system that permitted adjustment of its luminance.

The position of the rotating filter on the display was also monitored elec-
tronically at the experimenter's station.

Procedure

The pilot was blindfolded for 15 minutes prior to the beginning of data
collection, to obtain good dark adaptation of the cone retinal receptors (the
visual receptors required for high-resolution wvision). During the dark-
adaptation period, the experimental procedures were described to the partici-
pant. Throughout the experimental session, the pilot remained seated in a
light- and sound-attenuating booth. An intercom system was used to maintain
continuous voice communication between the pilot and experimenter.

In the cross-adaptation technique employed, the participant viewed with
the left eye an NOE flight presentation on either a 13-cm or a 26-cm heads-
down display for 1 minute. During this time, the pilot's right eye was oc-
cluded, so that only the left eye was light adapted to the panel display.
After this light-adaptation period, the participant immediately shifted view-
ing to the windscreen display and adjusted the rotatable polaroid filter in
the right goggle lens so that the right half-field would appear to match the
brightness of the left half-field (which now appeared subjectively dimmer be-
cause of the previous light adaptation). The pilot was instructed to make
this adjustment as quickly as possible, since dark adaptation begins rapidly.
These adjustments were accomplished by all participants within 5 to 10 seconds.
Once the adjustment was made, the pilot was given another minute of left-eye
light adaptation, followed by a brightness adjustment. This procedure con-
tinued until no further adjustments were required, i.e., the two half-fields
of the windscreen display matched in brightness immediately after termination
of the light-adaptation period. This state was usually attained in not more
than four adaptation cycles.

Each pilot made brightness matches after light adapting to a panel dis-
play of 0.20 fL highlight luminance (identified in this study as the "bright"
display), and after light adapting to a display selected by the pilot as the
dimmest with which safe NOE flight could be accomplished (identified in this
study as the "dim" display). A given pilot was exposed to either a 13-cm or
a 26-cm panel display, but all pilots were light adapted to both the bright
and dim luminance setting for the display they viewed; adaptation was always
to the bright display first. The pilot was given 5 minutes for adjusting
the panel display to the preferred dim level and light adapting to that



level. After determining the initial brightness matches, each pilot was

asked at 1-minute intervals to observe the windscreen display (with half-fields
set for equal luminance) and indicate if the two fields appeared matched.

Thus an approximate measure of recovery time was obtained.

RESULTS AND DISCUSSION

For each pilot, the matching luminance setting (in fL) for the right half-
field of the windscreen display after light adapting the left eye constituted
the dependent measure. This measure reflects the after-effect of light adapta-
tion to the heads~down or panel CRT display. For example, suppose the pilot
sets the right half-field of the windscreen display to match the left half-
field at a highlight luminance of 0.001 fL. This means that the full moon-
light windscreen display (having a highlight luminance of 0.01 fL) now appears
to be only one-~-tenth as bright, or a 90% reduction in apparent brightness.

The mean brightness ratios obtained for the four CRT size/luminance condi-
tions are given in Table 1. After light adapting by looking at the dim 26-cm
panel display, the pilots judged the windscreen view at full moonlight luminance
to be one-third as bright as they judged it before light adapting. This deg-
radation was only about half as great following light adaptation to the dim
13-cm panel display. Degradation was always greater after light adaptation to
the brighter displays.

Table 1

Mean Ratio of Luminance Setting for Right Eye to
Luminance Setting for Left Eyea

Light adapting condition

Display size Bright panel display Dim panel display
13 cm 0.43 0.62
26 cm 0.17 0.33

Note. Highlight luminance of the bright panel display was set by the experi-
menter and maintained at 0.20 fL. Highlight luminance for the dim panel dis-
play was set by each pilot and therefore differed slightly among subjects.
Their mean setting for the dim display was 0.033 fL. Highlight luminance

for the simulated windscreen display was 0.01 fL.

aOnly the left eye has been previously light adapted, and subjective bright-
ness for the two eyes is matched upon immediate viewing of a moonlight scene
through a simulated windscreen.



The matching luminance measures were analyzed for effects of display light
adaptation (bright vs. dim) and display size (13 cm vs. 26 cm). Display light
adaptation was a within-subject variable, and display size was a between-subject
variable in a 2 x 2 ANOVA design. Light adaptation to the 26-cm heads-down dis-
play resulted in a lower apparent brightness of the moonlight heads-up display
than did light adaptation to the 13-cm display (F (1,10) = 9.09, p < .05). Note,
however, that the judgments made were luminance matches rather than clarity of

detail.

Table 1 also shows that the brighter adapting displays caused a greater
reduction in the appar~nt brightness of the moonlight windscreen display than
did the dimmer adapting displays, as one might expect (F (1,10) = 7.88, p <
+05). There were no significant interactions.

The retinal rod cells probably play the dominant role in luminance judg-
ments, whereas the retinal cone cells play the dominant role in detail clarity
(Brown, Graham, Leibowitz, & Ranken, 1953). The greater effect of the larger
display size may be a reflection of the greater number of retinal rod cells
involved. Since rod cells are more sensitive to the blue end of the visible
spectrum than cone cells (Wald, 1945), it may be possible to decrease the amount
of light adaptation caused by panel displays without decreasing the visibility
of display detail by interposing a suitable optical filter (e.g., a yellow fil-
ter) over the phosphor face of the CRT.

The above analysis is based on the pilot's bright versus dim adjustments;
hence it was of interest to determine whether or not the settings for the dim
panel display were reliably lower than the settings for the bright panel dis-
play. The highlight luminance of the mean dim setting for all 12 pilots was
0.033 fL. This was tested against a hypothesized population mean of 0.20 fL
for the setting of the bright panel display, by means of a t test. The dim
settings were significantly lower than the bright settings (t (11) = 27.83,

p <.001). In an additional analysis of the dim settings, the difference be-
tween mean highlight luminance settings for the 13-cm CRT display (0.045 fL)
and 26~cm CRT display (0.019 fL) was found to be marginally significant

(t (10) = 2.21, p < .10).

During readaptation, all pilots indicated that at moonlight levels the
two half-fields of the windscreen display appeared equal in brightness within
2 minutes. This was true after light adaptation to both bright and dim panel
displays.

CONCLUSIONS

The results of the present research indicate that pilots can utilize CRT
displays of sufficiently low highlight luminance levels to avoid serious detri-
mental effects on dark adaptation when flying under moonlight conditions.
Pilots selected display luminance settings in the mesopic range near the limits
of cone vision, with the mean highlight luminance for the 26-cm display set
lower than that for the 13-cm display. At these relatively low luminance
levels, detrimental effects on dark adaptation are evident but minimal.

i
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Within 1 second after switching to heads-up viewing, previous light
adaptation to a dim 13-cm heads-down display was judged to have caused a 38%
reduction in the apparent brightness of the moonlight windscreen display.
For a dim 26-cm display, light adaptation caused a 67% reduction in apparent
brightness. Thus, even though the 26-cm display was used at a lower high-
light luminance level than the 13-cm display, the 26-cm display produced a
more pronounced light adaptation effect. This might have been due to the
greater number of retinal rod cells illuminated when viewing the 26-cm dis-
play. Selective reduction of rod cell light adaptation by attenuating (through
suitable optical filters) the blue end of the visible spectral radiation
emitted by the CRT phosphor may help to reduce this effect (Wald, 1945).
Complete recovery to moonlight level dark adaptation occurred in less than
2 minutes with both display sizes under the dim condition. Although the
initial decrement in dark adaptation was greater with the brighter display
used in this experiment, complete recovery to moonlight level dark adapta-
tion occurred within 2 minutes.

Complex displays were used in this experiment. The findings, nevertheless,
are consistent with those obtained in. earlier psychophysical experiments with
simpler displays (Baker, 1953, 1963, 1973; Crawford, 1947). These earlier ex-
periments showed that a large portion of recovery from light adaptation occurs
within a fraction of a second for a threshold task.

Since individual pilots may vary in their requirements for display lumi-
nance, it appears to be wise to provide them with a luminance control having
an extended range in the dim region, so they can readily set their panel dis-
play at the needed minimum luminance level.
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USA Comm-~Elect Sch, Ft Monmouth, ATTN: ATSN~EA
USAEC, Ft Monmouth, ATTN: AMSEL-CT-HDP
USAEC, Ft Monmouth, ATTN: AMSEL-PA-P
USAEC, Ft Monmouth, ATTN: AMSEL-SI-CB
USAEC, Ft Monmouth, ATTN: C, Faci Oev Br
USA Materials Sys Anal Agey, Aberdeen, ATTM: AMXSY—P
Edgewood Arsenal, Aberdesn, ATTN: SAREA--BL-H
USA Ord Ctr & Sch, Aberdeen, ATTN: ATSL-TEM-C
USA Hum Enge Lab, Aberdesn, ATTN: Library/Dir
USA Combat Arms Tnq Bd, Ft Benning, ATTN: Ad Supervisor
USA Infantry Hum Rsch Unit, Ft Benning, ATTN: Chief
USA Infentry 8d, Ft Benning, ATTN: STEBC~TE-T
USASMA, Ft Bliss, ATTN: ATSS-LRC
USA Air Def Sch, Ft Bliss, ATTN: ATSA-CTD--ME
USA Air Def Sch, Ft 8liss, ATTN: Tech Lid
USA Air Def Bd, Ft Bliss, ATTN: FiLES
USA Air Def Bd, Ft Bliss, ATTN: STEBD-PO
USA Cmd & Generai Stf Coliege, Ft Lesvenworth, ATTN: Lib
USA Cmd & General Stf Colivge, Ft Lesvenworth, ATTN: ATSW=SE~L
USA Cmd & General Stf Coliege, Ft Leavenworth, ATTN: Ed Advisor
USA Combined Arms Cmbt Dev Act, Ft Leavenworth, ATTN: DepCdr
USA Combined Armms Cmit Dev Act, Ft Leaveniworth, ATTN: CCS .
USA Combined Arms Cmbt Dev Act, Ft Leavenworth, ATTN: ATCASA
USA Combined Arms Cmix Dev Act, Ft Leavenworth, ATTN: ATCACO-E
USA Combined Arms Cmbt Dev Act, Ft Leavenworth, ATTN: ATCACC~C!
USAECOM, Night Vision Lab, Ft Betvoir, ATTN: AMSEL-NV~-SD

" USA Computer Sys Cmd, Ft Belvoir, ATTN: Tech Library
USAMERDC, Ft Balvoir, ATTN: STSFB--DQ
USA Eng Sch, Ft Belvoir, ATTN: Library
USA Topographic Lab, Ft Baivoir, ATTN: ETL~TD-S
USA Topograohic Lab, Ft Betvoir, ATTN: STINFO Center
USA Topogrsphic Lab, Ft Belvoir, ATTN: ETL~GSL
USA intelligence Ctr & Sch, Ft Huachuca, ATTN: CTD~MS
USA Intelligence Ctr & Sch, Ft Huachues, ATTN: ATS=CTD-MS
USA intelligence Ctr & Sch, Ft Huachucs, ATTN: ATSI-TE
USA Inteiligence Ctr & Sch, Ft Huachuca, ATTN: ATSI-TEX -GS
USA Inteiligence Ctr & Sch, Ft Huachucs, ATTN: ATSI-CTS-OR
USA Intelligence Ctr & Sch, Ft Huachues, ATTN: ATSI=CTD~-DT
US4 inteiligence Ctr & Sch, Ft Huachucs, ATTN: ATSI-CTD—CS
USA Intelligence Ctr & Sch, Ft Huachuca, ATTN: DAS/SRD
USA intsiligence Ctr & Sch, Ft Huachuca, ATTN: ATSI-TEM
USA intsiligence Ctr & Sch, Ft Huachues, ATTN: Library
CDR, HQ Ft Huachuea, ATTN: Tech Ref Div

2 COR, USA Electronic Prvg Grd, ATTN: STEEP-MT-S

1 HQ, TCATA, ATTN: Tech Library

1 HQ, TCATA, ATTN: AT CAT-OP-Q, Ft Hood

1 USA Recruiting Cmd, Ft Sheridan, ATTN: USARCPM-P

1 Senior Army Adv., USAFAGOD/TAC, Eigin AF Aux Fid No. 9
1 HQ. USARPAC, OCSPER, APQ SF 98558, ATTN: GPPESE
1 Stimson Lib, Academy of Hesith Sciences, Ft Sam Houston
1 Marine Corps Inst,, ATTN: Dean-MCl1

1 HQ, USMC, Commandant, ATTN: Code MTMT

1 HQ, USMC, Commandant, ATTN: Cade MPI.20-28

2 USCG Academy, New London, ATTN: Admission

2USCG Academy, New London, ATTN: Library

1 USCG Training Ctr, NY, ATTN: CO

1 USCG Training Ctr, NY, ATTN: Educ Sve QOfc

1 USCG, Prvchol Res Br, DC, ATTN: GP 1/62

1 HQ Mid-Range Br, MC Det, Quanticc, ATTN: PAS Div
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US Marine Corps L.aison Ote, AMC, Atexandria, ATTN: AMCGS-—F

USATRADOQC, Ft Monroe, ATTN: ATRO-ED

USATRADOC. Ft Monroe. ATTN: ATPR-AD

USATRADOC, Ft Monroe, ATTN: ATTS—-EA

USA Forces Cmd, Ft McPherson, ATTN: Library

USA Avianon Test Bd. Ft Rucker, ATTN: STEBG-PO

USA Agey for Aviation Safety, Ft Rucker, ATTN: Library
USA Agey for Aviation Satety, Ft Rucker. ATTN: Educ Advisor
USA Awiation Sch, Ft Rucker, ATTN: PO Drawer O

HQUSA Aviation Sys Cmd, St Louis, ATTN: AMSAV-ZDR
USA &wiauon Sys Test Act., Eawards AFB, ATTN: SAVTE-T
USA air Daf Sch, Ft Bliss. ATTN: ATSA TEM

USA Arr Mobrlity Rsch & Dav Lab, Motfett Fid, ATTN: SAVDL-AS
USA Aviation Sch. Res Tng Mat, Ft Rucker, ATTN: ATST-T-RTM

USA Avianion Sch, CO, Ft Rucker. ATTN: ATST-D-A
HQ. DARCOM, Alexandna, ATTN: AMXCD-TL

HQ, DARCOM, Alexandns. ATTN: CDR

US Military Academy, West Point, ATTN: Serials Unit

US Militarv Academy, West Point, ATTN: Qfc of Milt Ldrsho
US Military Academy, West Point, ATTN: MAOR

USA Standardization Gp, UK, FPO NY, ATTN: MASE-GC
Ofc of Naval Rsch, Arlington, ATTN: Code 452

Ofe of Navat Rsch, Arlington, ATTN: Code 458

Ofc of Naval Rsch, Arlington, ATTN: Code 450

Ofc of Naval Rsch, Arlington, ATTN: Code 441

Naval Aerospc Med Res Lab, Pensacola ATTN: Acous Sch Div
Navat Asrospc Med Res Lab, Pensacols, ATTN: Code LSY
Naval Asros~c Med Res Lao, Pensacota. ATTN: Code LS
Chief of NavPers, ATTN: Pers-OR

NAVAIRSTA, Norfaik, ATTN: Safety Cir

Nav Oceanographic, DC. ATTN: Code 6251, Charrs & Tech
Canter of Naval Anai, ATTN: Doc Ctr

NavAirSysCom, ATTN: AIR~-5312C

Nav 8uMed. ATTN: 713

NavHeticooterSubSqua 2, FPO SF 96601

AFHRL (FT) Williams AFB

AFHAL (TT) Lowry AFB

AFHRL (AS) WPAFB, OH

AFHRL {D0JZ) Brooks AFB

AFHRL {DOJN) Lackland ARS8 -

HQUSAF (INYSD)

HQUSAF (DPXXA)

AFVTG (RD) Randoloh AFB

AMRL (HE) WPAFB, OH

AF Inct of Tech, WPAFS, OM, ATTN: ENE/SL

ATC IXPTD) Randolon AFB

USAF AeroMed Lib, 8rooks AFB (SUL-4), ATTN: DOC SEC
AFOSR INL), Artington

AF Log Cmd, McClellan AFB, ATTN: ALC'DPCRSB

Arr Force Academy, CO. ATTN: Dent of Bel Scn

NavPers & Dev Ctr, San Diego

Navv Mea Neuropsychiatric Rsch Unit, San Diego

Nav E'actromic Lab, San Disgo, ATTN: Res Lad

Nav TrngCen, San Diego. ATTN: Code 9000~L:b
NavPostGraSch, Monterey, ATTN: Code 55As
NavPostGraSch, Monterey, ATTN: Code 2174
NavTrngEquioCtr, Oriando, ATTN: Tech Lib

US Dept ot Labar, OC, ATTN: Manpower Adrun

US Dept of Justice, DC, ATTN: Drug Enforce Admin

Nat Bur of Standards, DC, ATTN: Comouter info Section
Nat Clearing House for MH =Info, Rockville

Denver Saderal Cir Lakewood, ATTN: BLM

Datense Documentation Center

Dir Psvch, Armv Ha, Russell Ofcs, Canberra

Scient g Advyr, Vi Bd, Armv Ha, Russen Ofcs, Canperra
‘g A Attache Austrian Smbassy

Zantre ge Qecrercos Oes Facteurs, Humaine de 18 Defance
Natorae 3russens

Canadian Joint Stat! "Masmngton

< A Stat! Rovat Canagian AF ATTN: Pers S1d Anal Br
Cw et Canacian Dot Recn Statt ATTN: C CROSIWY

2: 1 sy Dt St Broagp Tmomsy Washington

1 Det & Civil Inst of Envira Medicine, Canads

1 AIR CRESS, Kensington, ATTN: info Sys 8r

1 Militaerpsykclogisk Tieneste. Copenhagen

1 Military Attacha, French Embassy, ATTN: Doc Sec

1 Medecin Chet. C.E.R.P.A.—Arsenal, Toulon/Naval France

1 Prin Scientitic Off, Appl Hum Engr Rsch Oiv, Minstry
of Defense, New Dethi

1 Pers Rsch Ofc Library, AKA, Israel Defense Forces

1. Ministeris van Defensie, DOOP/KL Afd Sociaal
Psychologische Zaken, The Hague, Netheriands
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